
TT RGB PLUS Software control interface

Please download TT RGB PLUS from Thermaltake's Official website.

https://www.thermaltake.com/downloads 

OS compatibility: Windows 10

LIGHTING

TT RGB PLUS Software User Interface

A. After installation of TT RGB PLUS, you can select

    “Floe RC Ultra” on the “LIGHTING” page.

B. Preset the CPU water block LCD.

C. LCD DISPLAY function list.
      • GIF & JPG (Upload picture to LCD display)

      • CPU TEMP.

      • CPU CLOCK SPEED

      • CPU LOAD

      • GPU TEMP.

      • GPU CLOCK SPEED

      • GPU LOAD

      • LIQUID TEMP.

      • CAROSUEL (Switches between CPU/GPU/Liquid information)

D. LCD visual effect settings.

     Set LCD display background, text and visual color, 

     or turn off LCD screen.
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A. Select “GIF & JPG” form “LCD DISPLAY”. 

     You can upload a GIF or JPG file to show the picture 

     on the LCD screen.

B. Set the LCD display text information, speed and 

     brightness, or turn off LCD screen.

C. Click “UPLOAD” to upload the picture. 

     (GIF and JPG files only)

A. Click the gear icon on the upper right corner to 

     enter the “SETTINGS” menu.

B. Upload the picture to set as LCD boot animation. 

     (GIF only)

C. Upload the picture to set as LCD standby screen. 

     (JPG only)

Floe RC Ultra
CPU & Memory
AIO Liquid Cooler

CPU Water Block (Circular LCD)

210 mm

297 mm

刀模線

105G是X X 雙銅單色 無無

其他特殊處理效果表面處理
2

厚度(g/m )折數 材質雙面印刷 印刷色彩單面印刷

規格樣式單張 CHECK DESIGN

藍色線條為尺寸標示，請勿印刷上去！

產品料號

CL-W324-PL12GM-A
CL-W325-PL12GM-A

Floe RC Ultra 240 AIO
Floe RC Ultra 360 AIO 說明書 21/06/10 A

產品名稱 印刷項目 發稿日期 版本

Peipei
(21/06/10)

Leon
(21/06/10)



A. Click the gear icon on the upper right corner to 

     enter the “SETTINGS” menu.

B. Upload the picture to set as LCD boot animation. 

     (GIF only)

C. Upload the picture to set as LCD standby screen. 

     (JPG only)

© 2021 Thermaltake Technology Co., Ltd. All Rights Reserved.      www.thermaltake.com

TT RGB PLUS Software control interface

LIGHTING
A. After installation of TT RGB PLUS, you can select 

    “Floe RC ULTRA” on the “LIGHTING” page.

B. Preset the Memory water block LCD.

C. LCD DISPLAY function list.

      • GIF & JPG (Upload picture to LCD display)

      • CAPACITY AND SIZE

      • MEMORY FREQUENCY

      • MEMORY TEMP.

      • MEMORY LOAD

      • LIQUID TEMP.

      • CAROSUEL (Switches between Memory/Liquid information)

D. LCD visual effect settings.

     Set LCD display background, text and visual color, 

     rotate the LCD screen or turn off LCD.
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A. Select “GIF & JPG” form “LCD DISPLAY”. 

     You can upload a GIF or JPG file to show the picture 

     on the LCD screen.

B. Set the LCD display text information, speed and 

     brightness, rotate the LCD screen or turn off LCD.

C. Click “UPLOAD” to upload the picture. 

     (GIF and JPG files only)

Memory Water Block (Rectangular LCD)

software interface may vary with feature update, 

please download the latest user manual from our 

www.thermaltake.com

software interface may vary with feature update, 

please download the latest user manual from our 

www.thermaltake.com

210 mm

297 mm

刀模線

105G是X X 雙銅單色 無無

其他特殊處理效果表面處理
2

厚度(g/m )折數 材質雙面印刷 印刷色彩單面印刷

規格樣式單張 CHECK DESIGN

藍色線條為尺寸標示，請勿印刷上去！

產品料號

CL-W324-PL12GM-A
CL-W325-PL12GM-A

Floe RC Ultra 240 AIO
Floe RC Ultra 360 AIO 說明書 21/06/10 A

產品名稱 印刷項目 發稿日期 版本

Peipei
(21/06/10)

Leon
(21/06/10)


